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NEW!
New Holland Boomer™
Compact Tractors
28 to 47 hp

Safety begins with a thorough understanding of
the equipment. Always make sure you and

your operators read the Operator’s Manual
before using the equipment. Pay close

attention to all safety and operating
decals and never operate machinery

without all shields, protective devices
and structures in place.

Visit our Web site at www.newholland.com/na
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boomer™ compact tractor specifications

Boomer 30 Boomer 35 Boomer 40 Boomer 50
ENGINE
Gross horsepower, hp (kW) 28 (21) 38 (28) 41 (30.6) 47 (35.0)

Rated speed (rpm) 2600 2700 2600 2600

Type ............................................................................4 cycle diesel ....................................................................................

No. of cylinders 4 4 4 4

Displacement, cu. in. (L) 92 (1.5) 107 (1.8) 153 (2.5) 153 (2.5)

Air cleaner ....................................................................Replaceable dry element .......................................................................

Fuel tank, gal. (L) 8.7 (33) 8.7 (33) 9.5 (36) 9.5 (36)

Alternator, amps 50 50 50 50

PTO Rear and Mid PTO Rear and Mid PTO Rear and Mid PTO Rear and Mid PTO

PTO HP (Gear/hydro) 23/22 31/29 34/32 39/37

PTO speed (rpm) 540 540 540 540

PTO type .................................................................Electro-hydraulic independent...................................................................

TRANSMISSION
Type, Mechanical / Hydrostatic 12x12 / HST+3 range 12x12 / HST+3 range 16x16 / HST+3 range 16x16 / HST+3 range

Maximum forward speed, 
Gear – mph (kph), R4 14.2 (22.9) 14.8 (23.8) 15.2 (24.4) 15.2 (24.4)

HST – mph (kph), R4 14.8 (23.8) 15.4 (24.8) 14.1 (22.7) 14.1 (22.7)

Gear/shuttle type Synchro Synchro Synchro Synchro

Rear diff. lock engagement Mechanical Mechanical Mechanical Mechanical

Brake type Wet, Multi Disc Wet, Multi Disc Wet, Multi Disc Wet, Multi Disc

HYDRAULICS
Implement hydraulic flow, 

gal. (lpm) 8.2 (31.2) 8.2 (31.2) 8.2 (31.2) 8.2 (31.2)

Steering hydraulic flow, 
gal. (lpm) 4.1 (15.6) 4.1 (15.6) 4.1 (15.6) / 5.5 (20.8) HST 4.1 (15.6) / 5.5 (20.8) HST

Remote valves Optional Optional Optional Optional

3-point lift capacity @ 
ball ends, lb. (kg) 1807 (820) 1807 (820) 2756 (1250) 2756 (1250)

3-point linkage category 1 1 1 1

Steering type Hydrostatic Hydrostatic Hydrostatic Hydrostatic

DIMENSIONS
Wheel base, in. (cm) 66 (167) 66 (167) 69 (176) 69 (176)

Length, in. (cm) 119 (301) 119 (301) 121 (307) 121 (307)

Height (ROPS), in. (cm) 91 (232) 91 (232) 96 (245) 96 (245)

Weight, lbs. (kg) 3121 (1415) 3200 (1451) 3725 (1695) 3800 (1725)




